AMENDMENT UNDER 37 C.F.R. § L114(c) 
U.S. Appln. No.: 09/899,088 



Attorney Docket No. Q65341 



AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the 

application: 

LISTING OF CLAIMS: 

1 . (currently amended): A server for updating road information in a map 
information providing system which provid e s d e sir e d road information in accordanc e with a 
r e qu e st from at l e ast one of a plurality of t e rminal units, which ar e conn e ct e d via a 
communication n e twork to th e s e rver, which has road information con s truct e d th e r e in, th e s e rx^ e r 
comprising: 

a location data receiving means ie rwhich r e c e iving receives present location data from at 
least one of said- a plurality of terminal units via saida communication network^; and 

a road information updating means fe rwhich cr e ating creates locus data usingoft th e basis 
e^said received present location data and fe rwhich updating updates said-road information stored 
in said server with said locus data^ 

wherein said server is configured to update road information in a map information 
providing system, 

wherein said map information providing system provides desired road information in 
accordance with a request from at least one of said terminal units, and 
wherein said server has road information constructed therein. 
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2. (currently amended): The server for updating road information according to 
claim 1, wherein said road information updating means comprises: 

a comparing/collating section, -which compares/collates the locus data created enusing 
th e basis of said present location data with said road information constructed in the server; and 

a road information updating section, which updates said road information constructed in 
the server with said locus data, when a result of comparing/collating said locus data with said 
road information constructed in the server indicates that road information that corresponds to 
said locus data has not been defined in the server. 

3. (currently amended): The server for updating road information according to 
claim 2, wherein said road information updating means further comprises a road information 
updating d e cision determining section, which d e cid e s determines that said locus data is data with 
which to update the road information constructed in the server, when locus data obtained by a 
prescribed number of terminal units are substantially similar. 

4. (currently amended): A method for updating road information in a map 
information providing system which provides desired road information from a road network site, 
which has road information construct e d th e r e in , in accordance with a request from at least one of 
a plurality of terminal units, which are connected to the road network site via a communication 
network, wherein said road network site has road information constructed therein, the method 
comprising: 
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at said road network site, receiving present location data from at least one of said terminal 

units via said communication network; 

creating locus data on th e basis o f using the received present location data; and 
updating said road information constructed in said road network site on th e basis o f using 

said created locus data. 

5. (previously presented): The method of updating road information according to 
claim 4, further comprising: 

comparing/collating said created locus data with said road information constructed in said 
road network site; and 

updating said road information constructed in said road network site with said created 
locus data, when a result of comparing/collating said created locus data with said road 
information constructed in said road network site indicates that road information that 
corresponds to said created locus data has not been previously defined as road information 
constructed in said road network site. 

6. (currently amended): The method of updating road information according to 
claim 5, further comprising d e ciding determining that said created locus data is data with which 
to update the road information constructed in said road network site when locus data obtained by 
a prescribed number of terminal units are substantially similar. 
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7. (currently amended): The method of updating road information according to 
claim 4, wherein: 

said map information includes node data, which is indicative of a point on a map, and 
link data, which is indicative of a road on the map, and 

said road network site correlates said node data and said link data and transmits these 
correlated data as road information to be updated to at least one of the terminal units according to 
a request from said at least one of the terminal units. 

8. (currently amended): A server program for a server which updates road 
information in a map information providing system, which provid e s desired road information 
from a road n e twork sit e , with road information construct e d in th e road n e twork site in 
accordanc e with a r e qu e st from at l e ast one of a plurality of t e rminal units, which ar e connect e d 
to th e road n e twork sit e via a communication n e twork, wherein the server program compris e s 
causes a computer to execute steps comprising : 

a first step of receiving present location data from at least one of a plurality ofs aid 
terminal units via said-a_communication network; 

a second step of creating locus data on th e basis o f using the received present location 

data; 

a third step of- updating said-road information which is constructed in a road network 

site: 
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wherein said server provides desired road information from said road network site in 
accordance with a request from at least one of said terminal units . 

9. (previously presented): The server program for a server which updates road 
information according to claim 8, wherein said second step causes a computer to execute steps 
comprising: 

comparing/collating said locus data with said road information constructed in the road 
network site; and 

updating said road information constructed in the road network site with said locus data 
when a result of comparing/collating said locus data with said road information constructed in 
the road network site indicates that road information that corresponds to said locus data has not 
been previously defined as road information constructed in said road network site. 

1 0. (currently amended): The server program for a server which updates road 
information according to claim 8, wherein said second step causes a computer to execute the-a 
step of d e ciding determining that said locus data is data wdth which to update the road 
information constructed in said road network site when locus data obtained by a prescribed 
number of terminal units are substantially similar. 

1 1 . (currently amended): A computer-readable storage medium storing a server 
program for a server which updates road information in a map information providing system, 
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which provid e s d e sir e d road information from a road n e twork sit e , with road information 
constructed in th e road n e twork sit e in accordance with a r e qu e st from at l e ast on e of a pluraHty 
of t e rminal units, which ar e conn e ct e d to th e road n e twork sit e via a communication n e twork , 
wherein said sever program causes a computer to execute steps comprising compris e s : 

a first step of receiving present location data from at least one of said- a plurality of 
terminal units via said-a_communication network; 

a second step of creating locus data on th e basis o f using the received present location 

data; 

a third step of updating sai4-road information which is constructed in a road network site, 
wherein said server provides desired road information from said road network site in 
accordance with a request from at least one of said terminal units . 

12. (currently amended): The computer-readable storage medium storing the server 
program for the server which updates road information in the map information providing system 
according to claim 1 1 , wherein said second step further comprises th e steps of : 

comparing/collating said locus data with said road information constructed in the road 
network site; and 

updating said road information constructed in the road network site with said locus data 
when a result of comparing/collating said locus data with said road information constructed in 
the road network site indicates that road information that corresponds to said locus data has not 
been previously defined as said road information constructed in the road network site. 
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13, (currently amended): The computer-readable storage medium storing the server 
program for the server which updates road information in the map information providing system 
according to claim 12, wherein said second step further comprises the step of d e ciding 
determining that said locus data is data with which to update the road information constructed in 
said road network site when locus data obtained by a prescribed number of terminal units are 
substantially similar. 
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